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1. PLANNING INFORMATION
A. Effectivity

* * * GEnx-2B67, -2B67B, -2B67/P

This Service Bulletin is applicable to all GEnx-2B engines.
This Service Bulletin is applicable to fuel metering units (FMU) VIN 8062-1094
(P/N ), VIN  (P/N ), VIN  (P/N 2122M20P07 8062-1176 2122M20P08 8062-1106 2459M17P01
), and VIN  (P/N ) listed in Table 1, refer to Paragraph 4.,8062-1177 2459M17P02

. These FMUs represent the following criteria:APPENDIX A
*Manufactured prior to January 1, 2020 and less than 500 cycles since new (CSN).
*Units that have a shop visit before October 4, 2021 and less than 500 component shop visit
(CSV).

NOTE:A CSV is a scheduled or unscheduled return of the FMU to Woodward.

B. Description
This Service Bulletin provides inspection criteria and instructions to verify
that the drain plug (plug) on the FMU is properly installed. Also, this Service
Bulletin provides the instructions to correct any defect and defines all of the
hardware required.

C. Compliance
Category 2
GE recommends that you do this Service Bulletin as soon as possible without
effect on revenue service but before 150 cycles after the issue date of this
Service Bulletin.
Impact A
This recommendation is to address a condition that may affect Flight Safety.

NOTE:This Service Bulletin can be done on wing or in shop.

This Service Bulletin is offered to improve the reliability or performance of
your GE product, or to help prevent the occurrence of the event or condition
described in this Service Bulletin. If the operator elects not to participate
in the bulletin, that decision will be taken into consideration by GE in
evaluating future product performance issues that may arise in the operator's
fleet.

D. Concurrent Requirements
None.
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E. Reason
(1) Objective:

To reduce significant events.
(2) Condition:

Under cowl fuel leaks from the FMU bypass valve (BPV) plug have been reported.
(3) Cause:

The plug was not properly installed at last CSV or production.
(4) Inspection:

This Service Bulletin provides inspection criteria on the plug.
(5) Substantiation:

Substantiation is by analysis and test.

F. Approval
The data contained in this Service Bulletin has been reviewed by the FAA or
authorized entity representing the FAA and the repair(s) and modification(s)
herein comply with the applicable Aviation Regulations and are APPROVED for
installation in the model(s) listed in this Service Bulletin.

G. Manpower
After you get access to the FMU, you will need approximately 0.5 man-hours to
do the inspection portion of this Service Bulletin.

H. Weight and Balance
Weight and balance are not changed.

I. References (Use the latest version of these documents)
GEnx-2B, Boeing 747-8 Aircraft Maintenance Manual (AMM)
GEK 9250, Commercial Engine Standard Practices Manual (SPM)
GEK 114011, GEnx-2B Component Maintenance Manual (CMM), 73-21-10
GEK 114091, GEnx-2B Component Maintenance Manual (CMM), 73-21-11
GEK 114119, GEnx-2B Engine Manual (EM)
GEK 114122, GEnx-2B Engine Illustrated Parts Catalog (EIPC)

J. Publications Affected
None.

K. Interchangeability
Not applicable.

L. Software Accomplishment Summary
Not applicable.

2. MATERIAL INFORMATION
A. Material - Price and Availability

(1) Parts necessary to do this Service Bulletin:
NOTE:Packings and plugs are only required if there is an inspection finding.

Part Number Qty/ Eng Part Name
Unit ($)
Price Pkg Qty

Lead Time
Days

182852* (1) Packing, Preformed NP (1) Quote

187871* (1) Plug, Drain NP (1) Quote

182852** (1) Packing, Preformed NP (1) Quote

1391-0050** (2) Packing, Preformed NP (1) Quote

1355-1349** (1) Packing, Preformed NP (1) Quote

1391-0052** (1) Packing, Preformed NP (1) Quote

J1441P129 (6) Retainer, Packing 44.50 (1) 5

J1438P129 (3) Packing 51.75 (1) 5

J1438P125 (1) Packing 321.25 (1) 5

J1441P125 (2) Retainer, Packing 70.25 (1) 5

J1438P118 (1) Packing 3.25 (1) 5

J1441P118 (2) Retainer, Packing 51.50 (1) 5

J1438P112 (1) Packing 3.95 (1) 5

J1441P112 (2) Retainer, Packing 35.75 (1) 5

NP = Not Provisioned
*/**Part not supplied by GE Engine Services Distribution L.L.C. To procure parts, contact
the following:

Woodward
5001 North Second Street
P.O. Box 7001
Rockford, IL 61125-7001
U.S.A.
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**Parts to be replaced if FMU is required to be removed for rework.
NOTE:Prices are provided for planning purposes and are subject to change.
(2) Other Spare Parts:

None.
(3) Consumables:

Code Number Description

C10-071 Safety Wire, 0.020 or 0.032 in. dia. (safety wire)

C10-143 Safety Cable Assembly (safety cable)

C02-033 Petrolatum Soft (Federal Specification VV-P-236)

B. Industry Support Information
Woodward Inc. will provide industry support as follows:
*1 hour of labor 100/hour (USD) for on-wing inspection of FMUs affected by this Service
Bulletin.

*8 hours of labor 100/hour (USD) if inspection determines the FMU needs to be removed and
replaced for seal replacement.

To claim support, contact Woodward Inc.:
Woodward, Inc.
Attn: Customer Service
5001 North Second Street
P.O. Box 7001
Rockford, Il 61125-7001
U.S.A.
Telephone: (815) 8777441
Facsimile: (815) 639-6033
OR
Woodward, Inc.
Attn: Customer Service
5 Shawfarm Road
Prestwick, Ayrshire
HA9 2TR
Scotland, UK
Telephone: 44-1292-677631
Facsimile: 44-1292-474231

C. Configuration Chart
None.

D. Parts Disposition
Dispose of parts locally.

E. Tooling - Price and Availability
Tool Number Description

2013-130 Safety Cable*

-- Nylon pick tool

*Part not supplied by GE Engine Services Distribution L.L.C. To procure parts,
contact the following:

Woodward
5001 North Second Street
P.O. Box 7001
Rockford, IL 61125-7001
U.S.A.

3. ACCOMPLISHMENT INSTRUCTIONS
A. On-Wing Instructions
NOTE:The FMU can be returned to Woodward for inspection and/or packing replacement.

(1) Before you start to work on the FMU (1,  prepare the engine and aircraft forFigure 1)
maintenance. Refer to the GEnx-2B, Boeing 747-8 AMM, TASK 73-21-04-000-801-G00, Fuel
Metering Unit Removal, steps A. to H.

(2) Do an inspection of the plug (1,  for evidence of fuel leakage. Get access toFigure 2)
FMU (1,  but do not remove it from the engine.Figure 1)

NOTE:Evidence of fuel leakage includes weepage, active leakage, or staining around the plug (1,
Figure 2)

(3) If there is evidence of a fuel leak, remove the FMU (1,  Refer to the GEnx-2B,Figure 1).
Boeing 747-8 AMM, TASK 73-21-04-000-801-G00 and complete step 3.C. of this Service
Bulletin.

(4) If there is no evidence of leakage, then continue and do a fit check with a 0.005 inch
feeler gauge (  Do the shim check on any flat side of the plug (1, Figure 3). Figure 2).

(5) Make sure the feeler gauge does not go in at corner side of the plug (1). Going in at the
corner may provide a false indication. Refer to Figure 3.

(6) If the feeler gauge does not fit between the plug (1,  and the FMU (1, Figure 2) Figure
 housing on the flat side, the inspection is done and no further action is necessary.1)
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Put the aircraft back on its usual condition.
(7) If the feeler gauge can fit between the plug (1,  and the FMU (1, Figure 2) Figure 1)

housing on the flat slide, remove the FMU (1). Refer to the GEnx-2B, Boeing 747-8 AMM, TASK
73-21-04-000-801-G00 and complete step 3.C. of this Service Bulletin.

B. Off-Wing Inspection
NOTE:This inspection applies to an FMU installed on an engine or uninstalled from an engine. If the

FMU must be removed from the engine, refer to GEnx-2B EM for removal instructions.
(1) Do an inspection of the plug (1,  for evidence of fuel leakage.Figure 2)
NOTE:Evidence of fuel leakage includes weepage, active leakage, or staining around the plug

(1).
(2) If there is evidence of a fuel leak, complete step 3.C. of this Service Bulletin.
(3) If there is no evidence of leakage, then continue and do a fit check with a 0.005 inch

feeler gauge (  Do the shim check on any flat side of the plug (1, Figure 3). Figure 2).
(4) Make sure the feeler gauge does not go in at corner side of the plug (1). Going in at the

corner may provide a false indication.
(5) If the feeler gauge does not fit between the plug (1) and the FMU (1,  housingFigure 1)

on the flat side, the inspection is done and no further action is necessary.
(6) If the feeler gauge can fit between the plug (1,  and the FMU (1, Figure 2) Figure 1)

housing on the flat slide, then complete step 3.C. of this Service Bulletin.

C. Packing Replacement
(1) Replace the packing (2,  of the plug (1) as follows:Figure 4)

(a) Blow clean dry shop air to the FMU (1,  specifically at the plug (1, Figure 1),
 to remove any particles or contaminants.Figure 4),

(b) Cut the safety cable on the plug (1).
(c) Remove the plug (1).
(d) Remove the packing (2) with a nylon pick tool.
(e) Install a new packing (2) on the plug (1) as follows:

1 Apply petrolatum on the packing (2).
2 Apply petrolatum on the threads of the plug (1) before you install the packing

(2).
3 Slide the packing (2) over the narrow end until the packing (2) is in full contact

with the plug (1) head.
(f) Install the plug (1,  with the packing (2) on the FMU (1, Figure 4) Figure 1).
(g) Torque the plug (1,  to 38 to 42 lb in. (4.29 to 4.74 Nm).Figure 4)
(h) Apply safety cable or lock-wire on the plug and adjacent plugs (  Refer toFigure 5).

the SPM, 70-11-02, SAFETY CABLE PROCEDURE or 70-11-01, SAFETY WIRE PROCEDURE or
Woodward FMU CMM, 73-21-10, TASK 73-21-10-550-801 or Woodward FMU CMM, 73-21-11, TASK
73-21-11-550-801.

NOTE:Safety cable is recommended but safety wire is acceptable.
(i) If the FMU (1,  is to be installed on the engine, complete step 3.D. or 3.E.Figure 1)

of this Service Bulletin.
(j) If the packing replacement was done at Woodward, do an external leakage check per

Woodward FMU CMM, 73-21-10, TASK 73-21-10-99C-801, Subtask 73-21-10-770-023 or TASK
73-21-10-99C-901, Subtask 73-21-10-770-062 or Woodward FMU CMM, 73-21-11, TASK
73-21-11-99C-801, Subtask 73-21-11-770-028 or TASK 73-21-11-99C-901, Subtask
73-21-11-770-064.

D. On-Wing Verification Procedure
(1) Install the FMU (1,  back to the engine. Refer to the GEnx-2B, Boeing 747-8 AMM,Figure 1)

TASK 73-21-04-400-801-G00.
(2) Do an Idle leak test. Refer to the GEnx-2B, Boeing 747-8 AMM, TASK 71-00-00-790-804-G00.
(3) Make sure that there is no leak at the plug (1,  on the FMU (1, Figure 4) Figure 1).
(4) Put the aircraft back in its usual condition.

E. Off-Wing Verification Procedure
(1) Install the FMU (1,  back to the engine. Refer to GEnx-2B EM for installationFigure 1)

instructions.
(2) Make sure that there is no leak at the plug (1,  on the FMU (1, Figure 4) Figure 1)

after an engine test or engine preservation.
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FMU Location
Figure 1
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Location of the Plug Installed on the FMU
Figure 2
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Feeler Gauge Inspection on the Plug Examples
Figure 3 (Sheet 1)
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Feeler Gauge Inspection on the Plug Examples
Figure 3 (Sheet 2)
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Replacement of Plug and Packing on the FMU
Figure 4
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Safety Cable or Lockwire Installation
Figure 5

4. APPENDIX A
Table 1. Affected FMU

FMU Serial Number FMU Serial
Number

FMU Serial
Number

FMU Serial
Number

FMU Serial
Number

FMU Serial
Number

17549548 17630764 17698133 17756058 17831495 17853353

17853354 17857293 17857294 17862541 18098391 18371327

18377415 18444870 18673738 18985012 19275334 19308073

19309189 19381962 19466452 19560734 19578815 19641773

19666430 19815464 20039723 20088326 20115716 20117186

20208301 20303296 20317470 20317471 20733910 20898902

20934691 20964000 20969800 21004484 21040616 21054526

21092505 21363558 21412869 21573784 21576060 21579012

21605111 21754252 21894003 22069470 22071312 WYGB5557

WYGB5788 WYGB5846 WYGB6172 WYGB6208 WYGB6458 WYGB6701

WYGB7569 WYGB7585 WYGB7666 WYGB7885 WYGB7895 WYGB7896
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WYGB8570 WYGB8698 WYGB8699 WYGB8943 WYGB8945 WYGB9180

WYGB9182 WYGB9183 WYGB9451 WYGB9452 WYGB9820 WYGB9821

WYGC2093 WYGC2313 WYGC2643 WYGC2987 WYGC3110 WYGC3187

WYGC3992 WYGC4136 WYGC4261 WYGC4276 WYGC4468 WYGC4492

WYGC4557 WYGC4616 WYGC4745 WYGC4797 WYGC4980 WYGC5060

WYGC5092 WYGC5104 WYGC5129 WYGC5244 WYGC5298 WYGC5314

WYGC5347 WYGC5628 WYGC5678 WYGC5685 WYGC5689 WYGC5696

WYGC5742 WYGC5800 WYGC5819 WYGC5853 WYGC5904 WYGC5930

WYGC6027 WYGC6080 WYGC6238 WYGC6328 WYGC6688 WYGC6690

WYGC6718 WYGC6767 WYGC6771 WYGC6804 WYGC6805 WYGC6824

WYGC6851 WYGC6912 WYGC6913 WYGC7042 WYGC7062 WYGC7141

WYGC7414 WYGC7557 WYGC7596 WYGC7775 WYGC7999 WYGC8027

WYGC8051 WYGC8106 WYGC8173 WYGC8195 WYGC8238 WYGC8255

WYGC8333 WYGC8386 WYGC8496 WYGC8698 WYGC8709 WYGC8790

WYGC8944 WYGC8981 WYGC9017 WYGC9032 WYGC9064 WYGC9155

WYGC9158 WYGC9278 WYGC9425 WYGC9513 WYGC9537 WYGC9744

WYGC9776 WYGC9777 WYGC9788 WYGC9812 WYGC9813 WYGC9826

WYGC9894 WYGC9895 WYGC9950 WYGC9951 WYGC9983 WYGC9984

WYGC9985 WYGC9986 WYGD0077 WYGD0201 WYGD0383 WYGD0419

WYGD0544 WYGD0566 WYGD0646 WYGD0685 WYGD0786 WYGD0787

WYGD0840 WYGD1104 WYGD1134 WYGD1179 WYGD1209 WYGD1251

WYGD1484 WYGD1486 WYGD1488 WYGD1628 WYGD1630 WYGD1838

WYGD1840 WYGD1914 WYGD2053 WYGD2055 WYGD2316 WYGD2345

WYGD2568 WYGD2643 WYGD2926 WYGD2974 WYGD3067 WYGD3167

WYGD3190 WYGD3380 WYGD3381 WYGD3435 WYGD3553 WYGD3554

WYGD3727 WYGD3879 WYGD3905 WYGD3927 WYGD4152 WYGD4153

WYGD4179 WYGD4241 WYGD4243 WYGD4363 WYGD4364 WYGD4449

WYGD4565 WYGD4566 WYGD4641 WYGD4642 WYGD4707 WYGD4788

WYGD5325 WYGD5338 WYGD5503 WYGD5527 WYGD5555 WYGD5579

WYGD5581 WYGD5634 WYGD5770 WYGD5771 WYGD5862 WYGD5863

WYGD6048 WYGD6050 WYGD6051 WYGD6052 WYGD6211 WYGD6434

WYGD6469 WYGD6523 WYGD6525 WYGD6538 WYGD6625 WYGD6632

WYGD6713 WYGD6792 WYGD6794 WYGD7247 WYGD7526 WYGD7613

WYGD7689 WYGD7782 WYGD8094 WYGD8221 WYGD8259 WYGD8262

WYGD8362 WYGD8561 WYGD8562 WYGD8651 WYGD8717 WYGD8939

WYGD8983 WYGD9075 WYGD9219 WYGD9320 WYGD9433 WYGD9696

WYGD9731 WYGD9750 WYGD9751 WYGD9991 WYGE0008 WYGE0204

WYGE0274 WYGE0342 WYGE0444 WYGE0445 WYGE0542 WYGE0696

WYGE0733 WYGE0752 WYGE1099 WYGE1130 WYGE1213 WYGE1214

WYGE1364 WYGE1419 WYGE1465 WYGE1477 WYGE1638 WYGE1705

WYGE1707 WYGE1728 WYGE1734 WYGE1849 WYGE2102 WYGE2163

WYGE2309 WYGE2322 WYGE2323 WYGE2347 WYGE2445 WYGE2446

WYGE2447 WYGE2556 WYGE2712 WYGE2728 WYGE2759 WYGE2810

WYGE2870 WYGE2871 WYGE2872 WYGE2960 WYGE2997 WYGE2998

WYGE3014 WYGE3015 WYGE3062 WYGE3082 WYGE3328 WYGE3350

WYGE3509 WYGE3651 WYGE3652 WYGE3672 WYGE3761 WYGE3912

WYGE3964 WYGE3990 WYGE4037 WYGE4209 WYGE4210 WYGE4263

WYGE4519 WYGE4589 WYGE4628 WYGE4823 WYGE4890 WYGE4922

WYGE4923 WYGE5007 WYGE5008 WYGE5068 WYGE5069 WYGE5107

WYGE5168 WYGE5207 WYGE5221 WYGE5272 WYGE5334 WYGE5451

WYGE5548 WYGE5549 WYGE5780 WYGE5793 WYGE5832 WYGE5833

WYGE5842 WYGE5887 WYGE5918 WYGE5975 WYGE6013 WYGE6112

WYGE6114 WYGE6163 WYGE6226 WYGE6416 WYGE6481 WYGE6495
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WYGE6531 WYGE6600 WYGE6601 WYGE6679 WYGE6680 WYGE6741

WYGE6761 WYGE6763 WYGE6822 WYGE6824 WYGE6923 WYGE6924

WYGE6946 WYGE7201 WYGE7230 WYGE7263 WYGE7402 WYGE7444

WYGE7459 WYGE7633 WYGE7634 WYGE7636 WYGE7674 WYGE7700

WYGE7701 WYGE7750 WYGE7790 WYGE7822 WYGE8236 WYGE8262

WYGE8380 WYGE8400 WYGE8410 WYGE8471 WYGE8496 WYGE8507

WYGE8547 WYGE8760 WYGE9129 WYGE9182 WYGE9273 WYGE9364

WYGE9372 WYGE9601 WYGE9603 WYGE9626 WYGE9664 WYGE9679

WYGE9734 WYGE9754 WYGE9788 WYGE9796 WYGE9813 WYGE9822

WYGE9865 WYGE9939 WYGE9940 WYGF0048 WYGF0092 WYGF0128

WYGF0143 WYGF0166 WYGF0173 WYGF0283 WYGF0417 WYGF0462

WYGF0894 WYGF0928 WYGF0962 WYGF1103 WYGF1104 WYGF1304

WYGF1342 WYGF1374 WYGF1390 WYGF1444 WYGF1474 WYGF1518

WYGF1700 WYGF1704 WYGF1709 WYGF1822 WYGF1852 WYGF1853

WYGF1873 WYGF1907 WYGF1924 WYGF1945 WYGF2006 WYGF2014

WYGF2022 WYGF2044 WYGF2071 WYGF2133 WYGF2473 WYGF2528

WYGF2552 WYGF2575 WYGF2636 WYGF2637 WYGF2845 WYGF2846

WYGF2866 WYGF2883 WYGF3166 WYGF3185 WYGF3217 WYGF3281

WYGF3282 WYGF3313 WYGF3314 WYGF3326 WYGF3383 WYGF3385

WYGF3465 WYGF3564 WYGF3723 WYGF3757 WYGF3799 WYGF3871

WYGF3897 WYGF3991 WYGF3993 WYGF4012 WYGF4078 WYGF4083

WYGF4102 WYGF4299 WYGF4350 WYGF4443 WYGF4451 WYGF4621

WYGF4674 WYGF4853 WYGF4875 WYGF4906 WYGF4935 WYGF4936

WYGF4938 WYGF5252 WYGF5319 WYGF5345 WYGF5494 WYGF5513

WYGF5525 WYGF5666 WYGF5672 WYGF5693 WYGF5764 WYGF5873

WYGF5885 WYGF5907 WYGF5910 WYGF5956 WYGF6120 WYGF6122

WYGF6173 WYGF6409 WYGF6503 WYGF6504 WYGF6520 WYGF6582

WYGF6718 WYGF7068 WYGF7120 WYGF7138 WYGF7201 WYGF7375

WYGF7402 WYGF7476 WYGF7477 WYGF7478 WYGF7627 WYGF7683

WYGF7694 WYGF7717 WYGF7737 WYGF7794 WYGF7866 WYGF7981

WYGF8004 WYGF8022 WYGF8023 WYGF8082 WYGF8146 WYGF8210

WYGF8212 WYGF8333 WYGF8429 WYGF8475 WYGF8501 WYGF8580

WYGF8603 WYGF8620 WYGF8654 WYGF8770 WYGF8830 WYGF8956

WYGF8999 WYGF9146 WYGF9269 WYGF9316 WYGF9351 WYGF9352

WYGF9551 WYGF9583 WYGF9606 WYGF9625 WYGF9702 WYGF9868

WYGF9877 WYGG0039 WYGG0070 WYGG0073 WYGG0097 WYGG0200

WYGG0201 WYGG0283 WYGG0313 WYGG0343 WYGG0409 WYGG0465

WYGG0548 WYGG0717 WYGG0718 WYGG0734 WYGG0760 WYGG0831

WYGG0886 WYGG0939 WYGG1013 WYGG1030 WYGG1031 WYGG1032

WYGG1064 WYGG1089 WYGG1157 WYGG1158 WYGG1368 WYGG1487

WYGG1488 WYGG1490 WYGG1510 WYGG1540 WYGG1557 WYGG1569

WYGG1762 WYGG1832 WYGG2037 WYGG2071 WYGG2260 WYGG2522

WYGG2552 WYGG2562 WYGG2630 WYGG2781 WYGG2881 WYGG3048

WYGG3069 WYGG3168 WYGG3277 WYGG3682 WYGG3800 WYGG3801

WYGG4220 WYGG4299 WYGG4599 WYGG4712 WYGG4755 WYGG5079

WYGG5235 WYGG5444 WYGG6532 WYGG6647 WYGG6648 WYGG6694

WYGG6724 WYGG6814 WYGG7023 WYGG7073 WYGG7105 WYGG7153

WYGG7306 WYGG7383 WYGG7467 WYGG7565 WYGG7657 WYGG7742

WYGG8205 WYGG8209 WYGG8401 WYGG8726 WYGG8867 WYGG9666

WYGG9859 WYGG9883 WYGG9884 WYGG9887 WYGH0169 WYGH0236

WYGH0347 WYGH0355 WYGH1380 WYGH2028 WYGH2768 WYGH4841

WYGH5662 WYGH6385 WYGH7384 WYGH7390 WYGH8659 WYGH9379

WYGJ0879 WYGJ2659 WYGJ2983 WYGJ3477 WYGJ3792 WYGJ4242
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WYGJ5853 WYGJ6292 WYGJ6347 WYGJ7500 WYGJ8038 WYGJ8085

WYGJ8512 WYGK0305 WYGK0767 WYGK1233 WYGK1525 WYGK3823

WYGK4424 WYGK4739 WYGK4759 WYGK4842 WYGK7184 WYGK8587

WYGL0422 WYGL5527 WYGL6419 WYGL6841 WYGL6915 WYGL7898

WYGL8122 WYGL9714 WYGM1609 WYGM2867 WYGM3924 WYGM4190

WYGM4447 WYGM5809 WYGM6362 WYGM6405 WYGM7786 WYGM7789

WYGM8029 WYGM8055 WYGM8172 WYGM8180 WYGM8295 WYGM9629

WYGN0108 WYGN0197 WYGN0474 WYGN0607 WYGN0711 WYGN1017

WYGN1318 WYGN1797 WYGN2180 WYGN2772 WYGN3020 WYGN3155

WYGN3201 WYGN3502 WYGN4234 WYGN8930 WYGP0294 WYGP0898

WYGP0921 WYGP1478 WYGP1497 WYGP1733 WYGP1946 WYGP2899

WYGP4170 WYGP4965 WYGP5486 WYGP5584 WYGP7133 WYGP8321
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